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Nextgen
Thermal Spray
Competence
Treibacher Industrie AG offers a truly comprehensive approach to thermal spray materials and coatings 
development. In addition to our wide range of development and manufacturing technologies for thermal spray 
feedstock materials, we have the capability to produce and evaluate thermal spray coatings in-house to support 
your product development. At our state-of-the-art Thermal Spray Center in Althofen, Austria we are equipped to 
spray both powders and suspensions.

Treibacher Industrie AG’s AuerCoat® A&S HD spray 
powders are designed for the production of dense or 
segmented (dense vertically cracked) thermal barrier 
coatings using a plasma-spray process.

The powders’ internal porosity allows for greater 
porosity transfer to the final coating, without 
sacrificing deposition efficiency or spray rate. 

AuerCoat® A&S HD was engineered as an alternative 
to conventional porous or hollow plasma spherodized 
powders, where residual porosity can cause coating 
issues. The dense, agglomerated and sintered, 
spherical powder shows greatly improved flowability 
compared to traditional fused and crushed powders. 
AuerCoat® A&S HD has advantages in terms of process 
efficiency and stability when combined with a high-
power plasma-spray system.

The AuerCoat® A&S HD powder is available for various 
zirconate compositions that are produced with a 
homogenous distribution of doping elements. This 
ensures reproducible coating results. It is low in 
impurities and has particularly low levels of uranium 
and thorium, which are an environmental and safety 
concern for coating shops.

AuerCoat® A&S HD is available in a number of 
different grades with powder size distributions to 
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SEM image of AuerCoat® A&S HD powder. 

SEM image of the internal structure of AuerCoat® A&S HD 

powder.



Chemical and 
physical parameters

Your advantages 
with Treibacher

We are specialized in developing 
most advanced ceramic powders 
and thermal spray materials. 

We are an outstanding, reliable 
manufacturer and supplier of 
tailored materials for the thermal 
spray industry.

We are experts on materials and 
coating technologies and provide 
superior technical assistance and 
support.

Typical Powder Specifics
Chemistry* balance ZrO2

varying
proportions Er2O3 / Ce2O3

Gd2O3 / HfO2

La2O3 / Nd2O3

Sm2O3 / Ta2O3

Yb2O3 / Y2O3**

< 0.04% CaO

< 0.01% Fe2O3

< 0.01% MgO

< 0.01% SiO2

< 0.002% U + Th

Powder Size** D10 15-25 μm

D50 25-35 μm

D90 45-60 μm

Process Agglomeration & Sintering

Application Dense and segmented thermal 
barrier coatings (DVC)

Packing 5kg in PE bottles

* 

**

Other dopants available on request

Other powder sizes available on request

suit the requirements of customers and their coating 
specifications. The range of powder grades makes it 
possible to tune the coating process to suit differing 
coating porosity requirements and plasma system 
hardware. Custom powder cuts are available on 

request.

AuerCoat® A&S HD spray powder is produced under ISO 
9001 standards, which guarantees a constant quality 
of the product.



TREIBACHER INDUSTRIE AG 
Headquarters: Auer-von-Welsbach-Straße 1 

9330 Althofen · Austria · Europe 
T: +43 (0) 42 62 505-697  · auercoat@treibacher.com

www.treibacher.com

OUR SALES OFFICES
Treibacher Industrie Inc. North America · customerservice@treibacherinc.com

Treibacher Industrie Japan K.K. · japan.branch.office@treibacher.com
Treibacher Industrie AG China · shanghai-office@treibacher.com

OUR STANDARD
All our business processes, from research and development through to production and 
customer service, are subject to very strict quality criteria. We are proud to meet and 

uphold not only the quality requirements of ISO 9001, ISO 14001, but also the individual 
requirements of our customers.


